AUDIO/VIDEO RECEIVER F 


KR-V6070 
INSTRUCTION MANUAL 


KENWOOD CORPORATION 


For your records 


Record the serial number, found on the back of the unit, in the spaces designated on the warranty 
card, and in the space provided below. Refer to the model and serial numbers whenever you call 
upan your dealer for information or service on this product. 
Model___....___—CSeerial Number 


Unpacking 


Unpack the unit carefully and make sure that all accesscries are put aside so they will not be lost, 
Examine the unit for any possibility of shipping damage. If your unit is damaged or fails to operate, 
notify your dealer immediately. If your unit was shipped to you directly, notify the shipping com- 
pany without delay. Only the consignee (the person or company receiving the unit) can file a claim 
against the carrier for shipping damage. a : 


We recommend that you retain the original carton and packing materials for use should you trans- 
port or ship the unit in the future. 


Accessories 


FM indoor antenna {1) AM loop antenna (7) Loop antenna stand (1} 


Antenna adaptor (1) Remote controlunit(i) Batteries (R6/AA) (2} *AC plug adaptor (1) 


% Use to adapt the plug on the power cord to the shape of the wall 
outlet. (Accessory only for regions where use is necessary.) 


GOO/ANAD> 


B60-1938-00 CSID(K,P,M,X,Y) (MC: 


aren | 


» a a TTT. , ft 
bef i AO LTY § : : to ensure safe operator 


KR-V6070 [En 


q Units are designed for operation as follows. 
Sema USA. att Canada ...cssrereesesecscsvvssrsszssemsssrsssearsenssstecerecreceens AE 120 V only *OUNES COUNETIOS .sssseevecesoncvscesssscesenss A€ 110~120 / 220~240 V switchati: 


Se AUSU ANG ceesssssreensmcernnsinsniineeseensennerrnssnmennrnnnnn AG 240 V only 
For other countries 


# ‘ 
AC voltag e selection AC voltage Selector switch 
This unit operates on 110 - 120 volts or 220 - = 2 he 

240 volts AC. The AC voltage selector switch 
on the rear panel is set to the voltage that pre- 
vails in the area to which the unit is shipped. 
Before connecting the power card to your AC 
outlet, make sure that the setting position of 
this switch matches your line voltage. [f not, it 
must be set to your voltage in accordance with 
the following direction. 


Note: 
Our warranty does not cover damage caused by excessive line 
voltage due to improper setting of the AC voltage selector switch. 


Move switch lever to match your line voltage with 
a small screwdriver or other painted tool. 


Saf ] 
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WARNING : TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE TO RAIN 
OR MOISTURE. 


RISK OF ELECTRIC SHOCK (OR BACK). NO USER-SERVICEABLE PARTS INSIDE, REFER SERVICING TO QUALIFIED 
PO BOOF Ee SERVICE PERSONNEL. 


h CAUTION CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE COVER 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, iS 
INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED “DANGEROUS VOLTAGE” 
WITHIN THE PRODUCT’S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE TO CONSTITUTE A 
RISK OF ELECTRIC SHOCK TO PERSONS, - 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE USER TO 
THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) INSTRUCTIONS IN THE 
LITERATURE ACCOMPANYING THE APPLIANCE, : 


For the U.S.A. 
FCG WARNING 


This equiprnent may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interference 
unless the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this equipment if an 
unauthorized change or modification is made. 


NOTE: 
This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These 
limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment may cause harmful 
interference to radio communications, if it is not installed and used in accordance with the instructions. However, there is no guarantee that 
interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television reception, which 
can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or mare of the following 
measures: 

~- Reorient or relocate the receiving antenna. 

-- Increase the separation between the equipment and receiver. 

-- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

~~ Consult the dealer or an experienced radio / TV technician for help. 


For the U.S.A. 


Note to CATV system installer: 
This reminder is provided to call the CATV system instalter’s attention to Article 820-40 of the NEC that provides guidelines for proper 


grounding and, in particular, specifies that the cable ground shall be connected to the grounding system of the building, as close to the point of 
cable entry as practical. 
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Special feature: et 


is TEE aE eats ae IAS NA Re A ON a bi ER ges oe Speer | 
#2. 2 STEREO ....... Rotntetiees wesererrae ser The surround system reproduces video software program carrying 
fhe [iQ [poy sunouno| mark with similar acoustic effects ta movie 
theaters. 


The DOLBY PRO LOGIC mode controls the audio signals of the Front 
Left/Right, Center and Rear surround channels using the built-in 
directivity enhancer circuit to reproduce the feeling of seund 
motions realistically. 

The DOLBY 3 STEREO mode can reproduce the motions af sound 
even when only the front and center speakers are used, by providing 
proper acoustic pasition using the directivity enhancer circuit. 


This mode adds presence sound components to the signals output 
from the directivity enhancer (Left, Center, Right and Surround 

_ channels), allowing movie software programmes te be played with 
a similar feeling of presence to movie theaters in a listening raom at 
home. 


If you connect other KENWOOD components (i.e. a cassette deck or 
CD player) to this unit's SYSTEM CONTROL, this unit's input selector 
will automatically switch to that component when you start 
playback from it. This also works when you use the remote control. 
{Automatic operation is not possible with TAPE DECK 2 or VIDEO 
machines.) 


This unit's remote control can operate KENWOOD cassette decks or 
CD players when they are connected by the SYSTEM CONTROL. For 
details regarding the component's functions, please refer to the 
operation manual for that unit. 
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pages marked A. carefully to ensure safe operation. 
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Before applying power Ms Beer: IOV AING ERM eaccsseiss Seasicte ett aaan as datas vac tovactatn te utuceeepcleat anal atuenaaeistan dite 2 
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FM DE-EMPHASIS/CHANNEL SPACE switch......... ss sdiech wlindlan suai bud cud ddan tioeianatiuasecueaite 7 

Controls andindicators  ———hacceacststssettctesectne sf eb eat aera areas Gas Siete sad se reise Rats ett de ane aow eis SERENE 8 
Operation of remote control unit Beast esse ah ct chau ata edn itt Sk Seek Act Ben nt cuahescaet sete tanta aan Siete HO) 
Playingmusig © annevasenes ba iiate? Lis Ea nates aot dies. Gaaies ata dis aabuea debe swaths tnten a Tas eve Ba NoMa udtoneeta ia 11 
Sound adjustment functions ieee cecevevneorevassesssevsunevsesvevvuuvevevsertssenssssusnevecuenuva sone cavenssacassecescecansavavanssassusesecoeeecsesaunenenees 12 
Recording — . , 14 
PGC O ING shes. Yisizzestieiiaasuserurevuel xvauacutaravas deus duster use nigalassacnarananlbeamiaummnnnanieiaiasieucicns 14 

Copying sabe Tape CUB Ig ls cxeridcetvaticngdsteasecencncesivde shaceeastesreseeunequecanttvnenuedern enipoateians 14 

Broadcast reception ee sneer 15 
Receiving DrOAdCASE STATON ou... cecesceceseescsssseeseeesetsesaueeeavenseeaeenensresaerseacserserseasereneseeneees 15 

Receiving radio station by specifying its freqUeNCY wo. cececssecetsesereeesversereeseseesentas 16 

Storing radio stations in Memory (Station Preset) vccccessscesecsscarsucevenesssersrsesasascecans 17 

Operation of video components ssc tnneennenniciatmnonmeaspcgunattis ' ' ; ries - 18 
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Presence play 20 
DOLBY 3 STEREO adjustment and playback ........ccccccecessesessesceeesececceeetsaeeeenenssesessuaes 21 

DOLBY PRO LOGIC surround arrangement .......cc ce cceeessesesseseeeersrseererene algae 22 

DOLBY PRO LOGIC surround playback «ss. c.ccsecscsceissveiesdecctcnstancteicerstasdsscesapivissieeeiaece 23 

Enjoying music with feeling of presence (THEATER LOGIC mode) ..........cccereeerees 24 
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Make connection as shown below. 

When connecting the related system components, refer also 
to the instruction manuals of the related components. 

Do not plug in the power lead unti] all connections are 
completed. 
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Malfunction of microcomputer 


I operation is not possible or erraneous display appears 
even though ail connections have been made properly, 
reset the microcomputer referring to “In case of diffi- 


culty”. =» [P. 28} 


TR a ee ae er RAPER 


oh 


Video deck 1 


IN 
LD Player or Video deck 2 
Audia OUT 


Video IN 


Video cord 


To wall 
AC outlet 


esses © Sere al 


SPEAKER 
IMPEDANCE 
SELECTOR System U.S.A. and 


control CANADA 


cn fo 
i 


CD player 


Cc eccoc 


Furntable 


Tape dec = ie 
aphic ec IS @ 
REC PLAY 
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Automatic operation 

When this unit is connected to KENWOOD system components such as a cassette deck and CD player through system control cords and the input 
source is selected with the INPUT SELECTOR, the selected camponent starts to play automatically. inversely, playing a component automatically 
selects that source as the input to this unit. The automatic operation also occurs when the provided remote control is used. 

(Automatic operation is not possible with TAPE DECK 2 or VIDEO machines.) 


1. Connect all cords firmly. If connections are loose, there could be loss of sound or noise produced. 

2. When piugging and unplugging connection cords, be sure to first remove the power cord from the AC outlet. Plugging / unplugging 
connection cords without removal of the power cord can cause malfunctions or damage to the unit. 

3. Do not connect up a power source which is larger than that indicated on the socket at the rear of the unit. 

4, Insert the system control plugs completely into the jacks. 

5. If the system contro! cords or audio cords are not connected properly, the remote contro! or automatic operation between system 
components will not work properly, 
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Speaker system A 
{R) (L} 


Center 


@ Push lever. speaker 


@ Insert cord. 


@ Return lever. 


Rear speaker 
(R} (L) 
(8~16Q) (8~16Q) 


prs cy 


Speaker system B 
{A} (L) 


e Never short-circuit the + and — speaker cords. 

e lf the left and right speakers are connected inversely or if the 
speaker cords are connected with reversed polarity, the sound be- 
comes unnatural with ambigous acoustic image positioning. Be sure 
to connect the speakers and speaker cords correctly. 


CAUTION: to prevent FIRE OR DAMAGE REQUIRING 
SERVICE, SET THE IMPEDANCE SELECTOR 
SWITCH AS DESCRIBED BELOW. 


4 LESS THAN aa 
Y  BnOR MORE 


According to the impedance of the speakers used, set the speaker 
IMPEDANCE SELECTOR on the rear panel as shown in the table. 


e When the IMPEDANCE SELECTOR switch is set to “LESS THAN 
8Q”", it is possible to use the A and B speakers at th e same time. 
Therefore, when using the speakers A and B and simultaneousiy, 
be sure to set the IMPEDANCE SELECTOR switch to the “LESS 


e During speaker system connection and operation of the speaker 


When using the speaker A and B simultaneously IMPEDANCE SELECTOR, set the power key to OFF. 


Speaker impedance Selector position 
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Connection method to each antenna terminal 


(Push lever, @ insert cord. @ Return lever. 


af 
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AM loop antenna connection AM outdoor antenna connection 


The supplied antenna is for indoor use. Place it as far as possible from If the reception is poor when the AM loop antenna is used, distribute 
the main system, TV set, speaker cords and power cord, and sat it to a vinyl-coated wire of more than 6 meters outdoors, without discon- 
a direction which provides the best reception. necting the loop antenna. 
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FM indoor antenna connection FIM outdoor antenna connection 


The accessory antenna is for temporary indoor use only. For stable Lead the 75Q coaxial cable connected to the FM outdoor antenna into 
signal reception we recommend using an outdoor antenna. Remove the room and connect it to the FM 75Q terminal. 


the indoor antenna if you connect one outdoors. ‘ 


_~onnection of antenna adaptor _ 


@ Prepare the cable. 


When coaxial cable is used 
tenna is used 


Other shield (Braid) Inner conductor 
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When the provided simplified an- 


Ee = 


Remove the vinly coating and twist conductors. 


RG-6 (5C-2V) or RG-59 (3C-2V) 


@) Attach the cable and close the cover. 


When coaxiail cable is used 
tenna is used 


insert the cable into the slit on the clip. Fasten 
bands A and 8 using a pair of sale 


FM DE-EMPHASIS / CHANNEL SPA CE switch 
(Except for U.S.A., Canada and Australia) 
The FM DE-EMPHASIS / CHANNEL SPACE switch on the rear panel 


is set to the correct setting that prevails in the area to which the unit _ 


is shipped. However, if the FM DE-EMPHASIS / CHANNEL SPACE 
setting is not matched to the area where the unit is to be used: for 
instance, when you moved from area 1 to area 2 or vice versa, de- 
sired reception of AM / FM broadcasts is not expected. In this case, 
change the FM DE-EMPHASIS / CHANNEL SPACE setting in accor- 
dance with the area corresponding to the table. The FM DE-EMPHA- 
SiS is switched over at the same time. 


@ When changing the setting of the FM DE-EMPHASIS / CHANNEL | 


SPACE switch, first disconnect the power cord, then reset the 
channel space switch, connect the power cord again, and turn the 
power on, 


Open the claws with the fingers to releasa 
the lock and pull out the cover, 


@) Connect the adaptor to the antenna terminal. 


When the provided simplified an- 


Wrap around 
the terminal. 


Insert the antenna cord tip into the slit on tha 
hardware and wrap the cord around it. 


5 A 10kHz 100kHz 
DE- i AM FM 
EMPHASIS s50xs [Ufy 9kHz 5OkHz 


CHANNEL SPACE 


Area 


U.S.A., Canada and 
South American 
countries 


100kHz 
yi 10kHz 


FM: 5OkH2 


Other countries AM: OkHz 


SPEAKERS indicators 


Pee ere te eo 


teeeraane 


VIDEO 1/2 indicators 


@ POWER key 

@STANDBY indicator 

© THEATER LOGIC indicator 

@Numeric keys ~ Pig] 
Used for storing and recalling stations. 

@AUTO key - 

G DIRECT key 7 


Press far direct station tuning based on 
numerical input. 


@ MEMORY key ~ 17) 
Press to preset a station in the memory, 
@ INPUT SELECTOR knob 
Turn ta select the input sources. 
OTAPE 2 (MONITOR) key > P14] 


STANDBY mode of POWER switch 
When the power cord of this system is plugged into an AC outlet, the STANDBY indicator lights up regardless of the ON/OFF setting of the POWE: 
switch. This indicates that a smal! amount of current is being supplied to the unit to back up the memory contents. This mode is referred to as th: 
Standby mode. While the STANDBY indicator is lit, the power of the system can be switched ON/OFF from the remote control unit. 


Broadcast band indicators 


ert itierttt rT titi hr tec li erie torre itt rrr rereri rey 


Frequency display, 
Input display, 

Preset channel display, 
Surround mode display 


@VOLUME CONTROL knob 
@ THEATER LOGIC key + Faq 
@ PHONES jack 


Used for headphone listening. 
@ DOLBY PAO LOGIC key ~ (P.23] 
@SPEAKERS A/B keys 
Press to select the A and/or B speaker 
systems. 


@® LOUDNESS key “ 
Press to enhance low frequencies. 
©@DOLBY 3 STEREO key - 


@CENTER MODE key ~ (p.2y) - 
Press to selects the center mode for the 
DOLBY PRO LOGIC surround and DOLBY 
3 STELEO modes. 

@ BYPASS key 
Press to cance! the surround modes. 


= aaa 
==— aa 


LOUDNESS aa! 
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3 STEREO indicator 
SURROUND indicator 


TAPE indicator 


Tuning mode indicator 
Recaption mode indicato 


TUNED indicator 


[om indicator 


LINE STRAIGHT indleator 


ow | TAPED (MOMTDR] 


= ==10 fe) QO. 


@® LINE STRAIGHT key ~ Pa 
Press to reproduce the source with < 
higher sound quality. 

@P.CALL key 

@ CENTER LEVEL key., 6-27) P22)» Pz 

@ BAND key Ba) Ee 
Press to switch the broadcast band, 


€ REAR LEVEL key o> (P32) + (Po? 
@ DELAY TIME key » (P22) [P2 
@ TUNING keys oF 
@ BASS, TREBLE knobs 

@ BALANCE control knob 


Turn to adjust the volume balance be- 
tween left and right. 


cers tat 


ooo. 


sn chrertttisapenen Rercirng « Ev 
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CONTROL. For details regarding the component’s functions, please refer to the operation manual for that unit. 


Cassette Dack Operation keys 
Use to operate both TAPE A and § 
TAPE B of a double cassette deck. To ff 
operate a single cassette deck, use | 
only the TAPE B keys. 


CD player operation keys 

DISC: This key is used as the disc se- 
lector of a multi-CD player. 
Each press selects a different 
disc. 
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INPUT key 

Selects the input sources. 

TAPE 2 key 

Press to monitor the source being 
recorded. 


POWER key 


MUTE key 
Mutes the sound temporarily. 


VOLUME CONTROL keys 


MODE 


KENWOOD 


REMOTE CONTROL UNIT 
RC-RO702 


Model: RC-R0702 
Infrared ray system 


SURROUND 


(Reser exes cme 
wig 


TUNER operation keys 
BAND: 


Selects the broadcast band. 
DIRECT: 


Used in combination with the 
numeric keys for direct tuning 
of stations. 
P.CALL: 
Recalls preset stations. 


Numeric keys 
When the CD input is selected, func- 
tion es the numeric keys of the CD 


player. When the TUNER input is se- 
lected, function as the numeric keys 
of the tuner. 


SURROUND keys 
DELAY + MULTI LEVEL CONTROL: 
This combination adjusts the 
delay time. 
REAR + MULTI LEVEL CONTROL: 
Adjusts the rear level. 
CENTER + MULTI LEVEL CONTROL: 
Adjusts the center level. 
SURROUND MODE: 
Switches the surround modes. 
TEST TONE: 
Switches the test tone ON and 
OFF. 


. car ae ee ce i 
a aes ae 


» | Loading batteries _ 


eee rE POPP EC OVarT So Gee eee Ce eee ee eee ee reer Stee eee e er eer er eer re gsere eT err er rrr ce rer ee cee ee ee eee Terre ee ree) 


@ Insert two AA-size {R6 / SUM-3) batteries as indicated by the polar 
ity marking. 
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Plug the power cord of the system into an AC wall outlet, and 
press the POWER key on the remote control unit to turn the 
power on. When the power is turned on, press the key of the 
source component to be operated. 


Remote sensor 


® Components connected via the system control cords, such as th: 
CD player, can also be remote-controlled. In this case, please rear 
the instruction manual supplied with your components. 

® When two operation keys on the remote control unit are presser 
successively, press each key securely reserving an interval of mor: 
than 1 second for each press. 


Model: RC-R0702 
Infrared ray system 


1. The supplied batteries are intended for use in operation checks. Therefore, their lives may be shorter than ordinary batteries. 
2 When the remote-controllable distance gets shorter than before, replace both batteries with new ones. 
3 Malfunction may occur if direct sunlight or the light of a high-frequency lighting fluorescent lamp enters the remete control light 
sensor. In such a case, change the system installation position to prevent the malfunction. 


Playing Musig 
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A, B OFF 
Sound is not output from the speakers. Use this satting for listen- 
ing through headphones, etc. 

A ON 
Sound is output from the speakers connected to the SPEAKERS A 
terminals on the rear panel. 

BON 
Sound is output from the speakers connected to the SPEAKERS B 
terminals on the rear panel, 

A, B ON 
Sound ts output from the speakers connected to the SPEAKERS A 
and B terminals on the rear panel. 


Lei pieptaldat pean @ When a surround mode is activated while both SPEAKERS A and B 
be used should light |: <@G8. } Hf {f N fT 4 are ON, the SPEAKERS B system is automatically switched off. If 

< the SPEAKERS B key is pressed at this time, the SPEAKERS B 
system is switched ON and the SPEAKERS A system is switched 
OFF automatically. 
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e lf the cassette deck{s}, CD player and/or turntable is connected 
through system control cords, the component of the selected input 
source starts to play automatically. 


3 Select the input source. 
The input sources are switched 
in the following order: The selected source is 


) TUNER (frequency display} displayed. 


@ TAPE i | 
@VIFEG! 


® 
@ PHONG 
e The selected input source is held in memory for about 3 days even 
after the power cord is unplugged from the mains outlet. 


PEPE EC Ewe eR PP PERSSON aaa 


(INPUT SELECTOR 
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VOLUME CONTROL 


yt Adjust the volume. 


@ The sound of input source cannot be Sistened to while TAPE 2 is 
: ON. 

To decrease To increase ff e@ When the volume is adjusted from the remote control unit, the indi- 
= volume: ae volume J cator on the VOLUME CONTROL knob blinks. 
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TREBLE 


To adjust low To adjust high 
frequencies frequencies 


To decrease = saance To decrease the 
the right left sound 
sound : 


ee ee 


Using the LOUDNE. 
When listening at a low volume, the loudness function allows to com- 
pensate the low frequencies which human ears have difficulty in hear- 
ing at a low volume, 


To cancel 
Press the LOUDNESS key again. 


® The indicator on the VOLUME CONTROL of the main unit blinks. 


Press again to return to the original volume. 


ie aoa aa NT a ae ANA: 
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@ Set both of the SPEAKERS switches | 
to OFF. 


———s) 
ph Sree 2 : 


Make sure the light gaes off. 


To increase 
volume 


Line-straight playback 
This feature allows to enjoy music sources such as CD with an even 
higher sound quality. 


@ Select the source to be played. Lights up. 
INPUT SELECTOR ! pe TI ae 


@ The tone control functions are defeated during line-straight play. 
@ The line-straight play is cancelled when a key associated with sur- 
round play is pressed, 


@ Press the LINE STRAIGHT key. | 
To cancel 
Press the LINE STRAIGHT key again. 


@ Play the source. 
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Ta yecunl: a music source 


@ Select the source to be recorded. 


INPUT SELECTOR 


Select input source 
other than TAPE 1. 


@ Put the cassette deck in record- | 
pause mode. 


@ Play the source and start recording. 


Play the cassette deck connected to the TAPE 1 jacks and start 
aeeorae of the cassette deck connected to the TAPE 2 Laman 


Lights up. 


ae ee a 


@ Select a source other than TAPE 1. 


INPUT SELECTOR 


O 


@® Play cassette deck 2 and start re- e For copying a tape using a double cassette deck, read the instruc 
cording on cassette deck 1. i tion manual of the double cassette deck. 


Pasanting TAPE 2(MONITOR) 

A cassette deck or graphic equalizer can be connected to this unit’s TAPE 2{MONITOR)} terminals. If you conect a graphic equalizer, turn the TAP: 
2{MONITOR)} key ON. If you connect a 3-head cassette deck, you can monitor the source sound, or the sound being recorded, while recarding 
Pressing the TAPE 2(MONITOR} key lets you compare the recorded sound and the source sound. Refer to the operating manual for the componen 
you connected for further details. 
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The input sources are switched in the following order: 
@ TUNER (frequency display) 


@ TAPE ! 
@VIFED! Frequency display 
@VITEGZ 
. ane 42 / rT 
(6) i 

lO AY - 


e The last frequency tuned before is displayed. 


Each press switches the band as follows: 


OFM 
C oam 


“AM” or “FM” indicator 


Each press switches the turning method as follows: 
ir @ AUTO lit (auto tuning) 
@ AUTO not lit Lights up. 


(manual turning) A 
Cae 0 


Mix 


e Usually, set the switch to AUTO (auto tuning). 


Select manual tuning when noise interferes due to weak radio wave. 
(The sterec broadcasting is received in monaural during manual 
tuning.) 


Not tee re teserErcrel levi tir Cie sr ruc ir iret iret tt tr eerie ree et Ce rrr Er cece oc ey 


4 Select a station. 


To Increase 
frequency 


O Frequency display “TUNED" lights up when 
; a station is turned, 


To decrease ™“., 
frequency 


Auto tuning ‘The next station found is tuned automatically. 
Manual tuning :Press repeatedly or hold until a station is tuned. 


KR-V6070 [En] 


PE TES see : 
be ae Cae ee to tire, 


Receiving radio station by specifying its frequency __ 


" The input sources are switched in the following order: 
7 Select the TUNER input. i @) TUNER (frequency display) 
| ® TAPE | 
@VITEG! 
VIDEO? 
@CD 
@® PHONG Frequency display 


Each press switches the band as follows: 
i FM 
@ AM 


“AM” or “FM” indicator 


Press the numeric keys accarding to the frequency to be tuned as 


3 Specify the frequency. ' shown below, 


FM 90 MHz *(100 kHz space) 
(50 kHz space) 

FM 102.5 MHz , (100 kHz space) 
(50 kHz space) 

AM (MW)} 810 MHz (10 kHz space) 
(9 kHz space) 

AM (MW) 1260 kHz | [4], [2]. [8] (10 kHz space) 
{1}, [2}.[6), (0) (S kHz space) 


Ee *FM DE-EMPHASIS/CHANNEL SPACE switch — 


@) Press the DIRECT key. 


Lauro | oinecT | MEmony| 
Were 


@ Enter the frequency of the desired 


station. 


Frequency display "TUNED" lights up when 
a station Is tuned. 


e |f you cammit a mistake, repeat step 3 again. 


Q 


he 
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Preparation _@ Tune the station to be stored in 


radio stations in memory (Station preset) __ 


Sr Bi Meee Sips Retain Senate aE pine a taBaie + Te 


Lights up (for 5 sec.} 


*F roceed to step 2 within 5 sec. is more than 5 sec. 
ave elapsed, press the cre ree myn en ee rey: mete rene ae tree ee areree en eee eer ere 
: Press the numeric keys in the al order, 
To store in "15" vss. [10], 
2 Select one of the preset numbers from 1 to 20. To store in "20" ............ [Hol, 10}, (6) 


e Repeat steps 1 and 2 for each of the stations to be stored in 
memory. 

@ [fa station is stored in a preset number which already stores a sta- 
tion memory under it, the previous memory is replaced by the new 
memory content. 

e Once the memory content has been preset, it is held for about 3 
days even after the power cord is unplugged from the mains outlet. 


ee ee 


station 


Press the preset number of the desired station. 


@ Select the TUNER input with the | 
INPUT SELECTOR. 


INPLIT SELECTOR 


CY 


Press the numeric keys in the following order. 
To recall “15”. c.sccsiees 


+10}, 
To recall] “20 wo ssceseseee [+10], [+i0}, [o} 


ee ee 


preset number is received. 


When you press A key..... f 
fmm fo me Joreervers iG~ (G-27 

When you press V key..... | | 
fom Tome Fee eeneeee IG ~(9~+27 

If the key is held pressed ....... Preset stations will be received suc- 


cessively for about half a second each. 


Jperation of video Componentae 


KR-V8070 (En) 
4 For the connections and operations, also read carefully the 
instruction manuals of the video components. - 


The input sources are switched in the following order: 
@ TUNER (frequency display) 
TAPE | ) 
VIREC! “VITEG I* should be displayed. 
VITEGE 
Ci 
PHONG 


® 
©) 
@ 
® 
® 


® Connect the component to be played to the VIDEO 2 jacks. 
® The connectable components include a video deck (playback only), 
video camera (playback only), LD player or DBS tuner, 


eee PPP eo Preece Ce PeP ee eee ae ere rst ass Tee Cece e ee eee ea rrere er ere errs Seer rire re eee ee rrr ee creer er re 


The input sources are switched in the following order: 
@ TUNER (frequency display) 
TAPE T 


@VIREG! 
@VIBED2Z “TED” should be displayed. 


Ore 
© PHONG 
o a i ry 
eae ae mee Bad 


Pe ee rere reer eer rr irre ere rre reg i iar ie tee rire rere rere ee eee ee eee ee Siete te eee Terre rei y 


e Start recording with the video deck which is connected to the VIDEO 
1 jacks. 


H 


az 


» 
a a j = 7 
we. KR-VG070 (En! 
‘4 The surround modes allow to enjoy the feeling of presence in music. Select the mode according to the source or components 
Gas played. For the connections of the rear and/or center speakers, refer to “Connection of speakers”. + [BB 


Center speaker 


DOLBY 3 STEREO made - 
If the left and right speakers are installed apart from each 
other, the center acoustic image {words, etc.) may vary 
depending on the listener’s pasition. The DOLBY 3 STEREO 
mode provides an improved positioning of the center acous- 
tic image regardless of the listening position. 

To use this mode, connect the center speaker. 


DOLBY PRO LOGIC surround mode P. In case center speaker 
is not used 

Video and LD software programs carrying the [X][pctsr sursouns] 

mark contain recording of the same Dolby Surround data as 

those used in movie theaters. 

The DOLBY PRO LOGIC surround mode uses the Dolby 

Surround data and brings into home a similar sound field 

with full of presence to movie theater. 

To use this mode, connect the rear (and center) speakers. 


THEATER LOGIC - 


This mode provides the atmosphere of a movie theater by 
adding the reverberation component of movie theater to 
the sound of the original music source. To use this mode, 
connect both the rear and center speakers. 


This mode improves the positioning of the acoustic image of 
words, etc., by applying directivity enhancer processing and 
using an additional center speaker when a video software 
program recorded with ordinary 2-channel stereo is played. 


Se tees, 


7 Activate the DOLBY 3 STEREO mode. 


@ Select the CENTER MODE. 


2 Adjust the volume balance. 
' @ Generate the test tone. 


TEST 
TONE 


2 Ain the center speaker volume 
with the main speaker volume. j 


(1) Select “CENTER” 
CENTEA 


(2) Adjust 
MULT LEVEL CONTROL, 
<7 yaN 


decreases level increases level § 


@ Stop the test tone. 
TEST 


~ VOLUME CONTROL 


Pan : 
To decrease Ca] bet To increase 
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Qadjustmentand playback. 


Lights up. 


a T fe i] 
a oO Pe - ff Yer a 
Each press of the CENTER MODE key switches the center modes as 


follows: 
QNORMAL ‘When the center speaker is a compact-sized 
lr speaker. 
@WIDE BAND :When the center speaker is a medium- or large- 
sized speaker, 
e If you cannot te!l whether your center speaker is compact or me- 
dium-sized, try two modes and select according to your liking. 
e The selected center mode is automatically stored in memory and 
held unless it is changed later. 
@ The test tone which is heard like noise moves between speakers at 
an interval of 1.5 sec. 


LEFT (i } 
2 CENTER {f)} 
RIGHT (F) 


e Be sure to adjust from your listening position. 

® The center level is adjusted in 1dB steps each time you press the 
MULTI LEVEL CONTROL keys, 

e The center level can be adjusted in the range from -10 dB to +10 
dB, 

e The center level is stored in memory as the common settings with 
the "DOLBY PRO LOGIC” mode. 


To cancel DOLBY 3 STEREQ os 


balay had 


] 


similar to movie theaters. 


Manufactured under license from Dolby Laboratories Licensing 
Corporation. Additionally Licensed under one or more of the 
folowing patents: U.S. numbers 3,959,590; Canadian numbers 
1,004,603 and 1,037,877. “Dolby”, “Pro Logic” and the double-D 
symbol [X] are trademarks of Dolby Laboratories Licensing Cor- 
poration. 


2 Adjust the delay time. 
® Select “DELAY”. 


DELAY 


os 


MULTI LEVEL CONTROL 
a4 


@ Adjust. 


To decrease. . To increase 


3 Adjust the volume balance. 


G) Generate the test tone. 
TEST 
TONE 


@ Align the center speaker volume 


with the main speaker volume. 
(1) Choose “CENTER” or “REAR” 
REAR = CENTER 


— 
MULTI LEVEL CONTROL 


ql 
hw Pan 
To decrease J Ce To increase 


@ Stop the test tone. 


{2) Adjust 


When video (LD) software carrying [X}[poaysenona| mark is 
played, this mode provides the Dolby Surround effect, 


KR-V6070 [En 


meet ment ___ vom inee Tuts ee eM ta, See 


een neh erin Ree re Os teh tre Me hae ta Po Be “ wt 


Lights up. 


PR ti go 


Each press of the CENTER MODE key switches the center modes as 
follows: 


ONGRMAL 


: When the center speaker is a compact-sized 
speaker, 
@WITE FHNE : When the center speaker is a medium- or large- 
sized speaker. 
@ PHANTOM — :When the center speaker is not used, 
e If you cannot tell whether your center speaker is compact or me- 
dium-sized, try two modes and select according to your liking. 
e The selected center mode is automatically stored in memory and 
held unless it is changed later. 


Perere tet eter eee re eee rerrare rrr rrrrerr ive t iri rer rr creer rrr ce rrarr rr itr eee er erere reese ee eer rarer reer errr Teer er rary 


@ The delay time can be adjusted in the range from 15 ms to 30 ms, In 
& ms steps. 
@ Once the delay time has been preset, it is held until it is re-set later. 


How to decide the DELAY TIME = + 


® The test tone which is heard like noise moves between speakers at 
an interval of 1.5 sec. 


In NORMAL and 
WIDE BAND modes: 


Left (L } Left (L) 
L Center {C) i Right (/) 


In PHANTOM mode: 


Right {F) Surround (Rear) (5) 
Surround (Rear) (5) 


SPEAKERS T j (surRoun 
rEST L 


e Be sure to adjust from your listening position. 

@ The Volume is adjusted in 1dB steps each time you press the MULTI 
LEVEL CONTROL keys. 

e@ The volume levels can be adjusted in the range from -—10 cB to +10 
dB. : 

® The center and rear levels are stored in memory as the common 
settings with the “THEATER LOGIC” mode. 
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Before playing a video (or LD) software program carrying the 


On] (potay sunnconn] mark, be sure to complete the “DOLBY PRO 
LOGIC surround arrangement”. 


Each press of the key switches the modes as follows: (Remote con- 
trol unit} 


; @PRG LOGIC 


@J STEREG 
@ THERTER 


@ OFF (BYPASS) Lights. 


VOLUME CONTROL 
Ww 


To decrease CsJ bed To increase 


Goes off. 


How to calculate the proper delay time @ Use the delay time calcula- 


' tion cha th 
Assuming that the distance from the front speaker is A | right ee 


meters and the distance from the rear speakers is B meters | Example: When 


A=3m,B=3 
m,the delay time is 
20 ms. 


8 


@ Use the following formula for calculation. 
Delay time =20+3x (A- 8B) (Unit: ms) 


Set the delay time to the number closest to the one you found 
: using either method one or two. 


KR-VEO70 [En 
This mode allows to enjoy the sound field of a movie theater. 
By varying the settings, itis also possible to create the desired 
sound field. The settings should be adjusted from your listen- 
ing position. 


1 


® Play a video source, 


Preparation 


of, 


yoying music with a feeling of presence (THEATER LOGIC mode, 


SURROUND 
MODE 


q 


Step 1 Is enough for obtaining sufficient sound field effect. 


Proceed to steps 2 and 3 below if you like. 


2 Adjust the volume balance. 


@ Adjust the center speaker volume. 


MULTI LEVEL CONTROL 
Vv 


Pak oN 
Ne decrenso 


@ Adjust the rear speaker volume. 


MULT LEVEL CONTROL 


a7 > To 
ap, [—lincrease 


= . 
decrease 


ee ge 


MULTI LEVEL CONTROL 
ate [wore 
‘ increase 

=>. aed 


secreass 


Each press of the key switches the modes as follows: (Remote con 
trol unit) 


@MPRO LOGIC Lights up. 
@3 STERED 

@ THEATER — 
@ OFF (BYPASS) KENWOOD aude veo somes n 


@ The values set in the following steps are reset to the initial values 
when another surround mode is selected. 


= fENTER +57 


e When the CENTER key is pressed, the center volume level is dis 
played on the display. The level can be adjusted by 1 dB per press of 
the MULTI LEVEL CONTROL key. 

@ The center volume level can be adjusted tn the range from -10 dB to 


+10 dB. 
d8 
tJ 


e When the REAR key is pressed, the rear volume level is displayed 
on the display. The level can be adjusted by 1 dB per press of the 
MULTI LEVEL CONTROL key. 

@ The rear volume level! can be adjusted in the range from -10 dB to 
+10 dB. 

@ The center level is stored in memory as the common setting with 
the “DOLBY PRO LOGIC” and “DOLBY 3 STEREO" mode, and the 
rear level is stored as the common settings with the “DOLBY PRO 
LOGIC“ modes. | 


Pere ee oP Terre Serer er arr er seer rer ss ree ewer Cee Stee Ce ee ee ee ee eee Se ee eee ee eee Pe ee ee See ee ee ee ee eres eee ee eres 


“as HEHE 


@ When the DELAY TIME key is pressed, the delay time is displayed 
on the display, which can be adjusted by 10 ms per press of the 
MULT! LEVEL CONTROL key. 

® The delay time can be adjusted In the range from 10 ms to 60 ms. 


e Be sure to set the SURROUND MODE to OFF when the presence 
play is not required. 


rit 


dl e 


Operation to reset 


The microcomputer may fall into malfunction {impossibility to 
operate, erroneous display, etc.) when the power cord fs un- 
plugged while power is ON or due toan external factor. In this case, 
execute the following procedure to reset the microcomputer and 
return it to normal condition. 


in it returns it to t 
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Unplug the power cord from the power socket and, while holding 


the POWER key depressed, plug the power cord into the socket 
again. 


e Please note that resetting the microcomputer clears the contents stored 


en marenilan ana 


he condition when it left the factory. 


mentee ee ee 


Remote cantro! operation is not possible. 


not connected properly. 


@ Batteries are exhausted. 

e The remote control unit is too far away from 
the main system, controlling angle is too 
large, or there is an obstacie in between. 

e The audio cords and system control cords are 


@ The source component to be operated does 
not contain the tape(s) or CD. 
e An attempt is made to play a tape which is 


® Replace with new batteries. 
e Operate the remote control unit within the 


controllable range. ~ 


® Connect properly referring to “System con- 


nection”. + (Pra) 
e Place the tape(s) or CD in the source corm- 
ponent to be played. 
e Wait unitl the recording is completed. 


Amplifier 


being recorded in the cassette deck. 


Cause 


_ Remedy 


Sound is not output. 


@ The VOLUME is set to the minimum position. 


@ MUTE is ON. 


@ The SPEAKERS switches are set to OFF. 
@ The TAPE 2 (MONITOR) key is set to ON. 


@ The speaker cords are disconnected. 


The STANDBY indicator blinks and sound 
is not output. 


Sound is not output from one of the speak- 
ars. 


position. 


Sound is not output from the Surround | » The 
rear speaker and/or center speaker, or 


their sound is very small. 


rear-speaker 


A hum noise is generated when the 
PHONO input selector key is pressed. 


Tuner 


@ Speaker cords are short-circuited. 


e The speaker cord is disconnected. 


e The BALANCE contro! is set to an extreme 


cords 
speaker cord are disconnected. 

® The Surround play mode has not been engaged. 

@ The REAR VOL. and/or CENTER VOL. con- 
trols are set to the minimum level. 


@ Connect them properly referring to “Sys- 
tem connection”. 

@ Adjust the volume to a proper level. 

e Press the MUTE key to OFF. os 

e Set the SPEAKERS switchles) to ON. ~~ 

e Set the TAPE 2 (MONITOR) key to OFF. 


_ 


® Turn the power off, eliminate the short-circuit- 
ing, then turn on the power again. = [P-8] 


@ Connect it properly referring to “System 
connection”, ~([P.4] 
@ Adjust the Left/Right balance. . n> (23) 


@ Connect them properly referring to “Sys- 
tem connection”. ~ ree 

e Set the presence mode. o~ [P20 

e Adjust the REAR VOL. and CENTER ~*~ 
VOL. controls, 


and/or center 


e@ The audio cord from the turntable is not in- 
serted securely into the PHONO jacks. 
e@ The turntable is not grounded. 


insert the audio cord plugs securely into 
the PHONO jacks. + (Pr4) 

e Connect the grounding wire to the GND 
terminal on the rear panel. 


‘i = : aang 


Radio stations cannot be received. 


tuned, 


@ No antenna is connected. 
@ The broadcast band is not set properly. 
@ The frequency of the desired station is not 


@ Connect an antenna. - 
e Set the broadcast band properly. 
@ Tune the frequency of the desired station. 


~ 2.18 


Interference. 


appliance. 


@ Noise due to ignition noise of an automobile. 
e Noise due to an influence from an electric 


e@ Noise due to a nearby TV set. 


@ Install the outdoor antenna apart from the road. 
® Turn off the power of the appliance. 


@ Install the system more apart from the TV set. 


A station which was preset cannot be re- 
ceived by pressing the corresponding nu- 
meric key. 


that cannot be received. 


period of time. 


e The preset station belongs to a frequency 


® The preset memory was cleared because the 
power cord had been unplugged for a long 


e Preset a station with a receivable fre- 


quency. 
e Preset the station again. > [P, 77) 


_De not use contact cleaners because it could cause a malfunction. Be specially careful against contact cleaners containing oil, for they 


may deform the plastic components. 


pecifications U.S.A. and 


Audio section 
Rated power output at the STEREO operation 
100 watts per channel minimum RMS, both channels 


driven at 8 Q, from 20 Hz to 20,000 Hz with no more 
than 0.06 % total harmonic distortions. (FTC) 


Power output at the Surround operation 
Front 


70 watts per channel minimum RMS, both channels 
driven at 8 Q, 1 kHz with no more than 0.7 % total har- 
monic distortions. (FTC) 


Center 


70 watts per channel minimum RMS, both channels 
driven at 8 Q, 1 kHz with no more than 0.7 % total har- 
monic distortions. (FTC) 


Rear 
20 watts per channel minimum RMS, both channels 


driven at 8 Q, 1 kHz with no more than 0.7 % total har- 
monic distortions. (FTC) 


Total harmonic distortion (1 KHz, 8 Q)........ 0.03 % at 50 W 
Signal to noise ratio (IHF A) 
PPIOINO: CIMUINEE cscncssveciaaccrtraderenciviccccctoraetesnent Guipennieee 76 dB 


OD eit ie cenit ence 00 dB 
Input sensitivity / impedance 


PHONO (MIM) ...-csccscsssvonsvoctssssusceensessuvsvscezens 2.5 mV /47 kQ 
CD, TAPE; VIDEO: sccicecs cecsvaseeccsctesstivcsecsverse 200 mV /47 kQ 
Tone controls 
ERPS SS weavesviesdecascansossdeencacentesceceuecrseesecs + 10 dB (at 100 Hz) 
PRE BLE sissades ceseikcotcbutiucsssiaaiinneceatsiaesaus + 10 dB (at 10 kHz) 
Loudness contro! at -30 dB VOLUME level 
Laiiodustoebsauninastsecuvectauediucbisuncbulwtiptaiuseatontonnces + 8 dB (100 Hz) 
Video section 
VIDEO inputs / outputs (Composite) ............. 1Vp-p /75Q 


notice. 


FM Tuner section 
Tuning frequency range.........................87.5 MHz~108 MHz . 
Usable sensitivity (IHF} ............... 13.2 dBf (1.2 nV at 75 Q) 
50 dB quieting sensitivity 

STEREO seoccce rc oes 41.2 dBf (32 pV at 75 Q) 
Total harmonic distortion at 1 kHz 

VION icscsec nee iinet eee ees 0.6 % — 

STEREO oii eevee cs ivarscetaaeieeG 0.7 % 
Signal to noise ratio at 65 dBf (IHF) 

IWIOIN Ges cds entccttiicnssnsvexansia teens anteecer een 75 dB 

STEREO cairns ean i 68 dB 
Selectivity (EHF + 400 KHZ) ........scscsssssesssrrsrssnssesareceseoees 50 dB 
Stereo separation (IHF at 1 KHZ) ......sssssscmseensee: 40 dB 
Frequency response ....... 30 Hz ~ 15 kHz, + 0.5 dB, ~ 3.0 dB 
AM Tuner section 
Tuning frequency range ..........0 530 kHz ~ 1,700 kHz 
Usable sensitivity ........1sccccsscsscssseneees 12 nV / (500 nV / m} 
Total harmonic distortion ........-.::2:s:cccsceserersvesssvessoenes 0.7 % 
Signal to NOiSe LAatio ...,. 10. cecccsceeeescrressrseeersensnsesereesseens 48 dB 
SSCL CEIW EY ces ress cess cnis scenes dude chats cavesGauazesievccdeccecceneecsis 30 dB 
General 
POWeEYr CONSUMPTION .......00.. ceca ccrsssrsscnessrassenevessereserenessenes 2.8 A 
AC outlet 

SWITCHED ........crerversrvassseesone 2: (total 180 W, 1.5 A max.) 
DIMIGH SIONS scesciscavestccectrcavetirinccscnescns W: 440 mm (17-5/16") 


H: 143 mm (5-5/8”) 
D: 347 mm (13-11/16") 


Weight (net) ............01.eee eee arene 960 Kg (19.9 Ib) 


KENWOOD follows a policy of continuous advancements in development. For this reason specifications may be changed without 


pecitications 


Audio section 


Rated power output at the STEREO operation 

(EIAJ) 1 kHz, 10 % THD at 8 Q ...L eee 140 W + 140 W 
(DIN/IEC) from 63 Hz to 12,500 Hz, 

0.7 % T.H.D., at 8 Oo ccsnaeeemestenseess TOO W + 100 W 
Power output at the Surround operation 


Front {1 kHz, 0.7 % T.H.D. at 8 Q)......... 70 W+70W 
Center (1 kHz, 0.7 % T.H.D. at 8 Q) ee eseseeeneeeee 70 W 
Rear (1 kHz, 0.7 % T.H.D. at 8 Q)......... 20W+20W 


Total harmonic distortion (1 kHz, 8 Q} 0.03 % at 50 W 
Signal to noise ratio (IHF'66) 


PHONO (IMI scccecccec detec a leee cose Aiececed toes acca siuanzazs 76 dB 

OO eased ete actnacae a ecaescadegaadenateseeiacees .. 100 dB 
Input sensitivity / impedance 

PHONO (MI) ....ccccecucessessceneeeesueseuenseneerezrrrs 2.5 mV / 47 kQ 

CD, TAPE, VIDEO .........sceescccrsrsvessssusrsenoces 200 mV / 47 kQ 
Tone controls 

BAS Seco kistet eid cares sissressssssseeseeet 10 dB (at 100 Hz) 

BB { al = | Bl Aone Sonene te een anne Sere ee eee + 10 dB (at 10 kHz} 


Loudness control at — 30 dB VOLUME level 
sania undsealawuatipussiewnstasuunsetadisuveatis teste Oe C100 Hz) 


Video section 


VIDEO inputs / outputs (Composite) ............. 1 Vp-p / 750 


FM Tuner section 
Tuning frequency range ...........c0c $7.5 MHz~108 MH- 
Usable sensitivity (IHF) ................. 13.2 dBf (1.2 wV at 75 OQ; 
50 dB quieting sensitivity 

STEREO si sestisetschsevestnn ae tevnndstcs 41.2 dBf {32 uV at 75 G2: 
Total harmonic distortion at 1 kHz 

TING ec cass secon cuba vata ais pactcavvacaansasdun Gouteveevecteininae’ 0.6 4 

ee ae Ones casts cascade ceca scveacs peau acess est etseee ae creveaat 0.7 ¥ 
Signal to naise ratio at 65 dBf (JHF) 

DOING os cdscse2esesipaceeinegeane cacesavs ccvsacnctonssbunciusd esteeteaiiuntas 75 dF 

SCR is ta sc adc cancdadeceetacenrsie lees sesdtarensce ea Seseeeeaiieaaaes 68 dE 
Selectivity (IHF + 400 KHZ) ........-.00sccessencessersessrsnseensenees 50 dé 
Stereo separation (IHF at 1 KHZ} .............::::cc:senceeeeees 40 dE 
Frequency response ....... 30 Hz ~ 15 kHz, + 0.5 dB, — 3.0 dP 
AM Tuner section 
Tuning frequency range 

NCA sic sees cse veces tetosiiatiaeeiseresetsaes 531 kHz ~ 1,602 kiiz 

OD NCUAE csscaivet va sesticteacecateeieoeaveteenk 530 kHz ~ 1,610 kH- 
Usable Sensitivity ...........:cccsccsrsersceree 12 wV / (500 nV / m) 
Total harmonic Gistortion ........ccccccssesseseresensssnereserzeseens 0.7 % 
Signal to NOISe ratio ...........c..cccccsesessesnssencnessesesenesecenseans 48 dP 
SSG CLI WEY oc wcisscicsiesecaSsctes cases payne cass yeczeeansuaseseceteeedaeeeevenn 30 dE 
General 
POWEr CONSUMPTION .......ssssssscesecenssrsnsesensceerersansssaneerasaas 230 W 
AC outlet 

SWITCHED ........:.sss0csanecatssesseessesersasass 2: {total 90 W max.) 
DAG FUSIONS essscaiianicsececsneacias tessvesesntsenveeascewnereaesinas’s W: 440 mm 

H: 143 mm 
D: 347 mm 

WIGHT (GE) ssciaicesctice tit ations isdosen avec 9.0 kg 


notice. 


KENWOOD fallows a policy of continuous advancements in development. For this reason specifications may be changed without 


